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\\PE—SRV\PE\CONTRACTS\109051 — COLFAX CITY ENGINEER\PROJECTS\CAPITAL\ROADS\UPRR PED XING — CMAQ\PLANS & SPECS\PLANS\ROAD REHAB AND RR PED XING DESIGN 1-22—15.DWG

GEN ERAL NOTES

ALL CONSTRUCTION MATERIALS AND METHODS SHALL CONFORM TO THE REQUIREMENTS OF THE COUNTY OF 4, PRIOR TO STORMS, PROTECT ANY EXPOSED SOIL BY BROADCASTING WITH CLEAN, SMALL GRAIN STRAW (WHEAT, RICE,
PLACER GENERAL SPECIFICATIONS DATED AUGUST 2005, UNLESS OTHERWISE SPECIFIED IN THESE PLANS AND SUR\/EY NOTES: BARLEY, OAT) AT A RATE THAT WILL PROVIDE COMPLETE COVERAGE ON VISUAL INSPECTION (TO THE SATISFACTION OF THE
THE SPECIFICATIONS. ALL REFERENCES TO STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION ALL FIELD STAKING SHALL BE DONE BY A REGISTERED CIVIL ENGINEER OR LICENSED LAND SURVEYOR. THE ENGINEER).
(CALTRANS) STANDARD SPECIFICATIONS SHALL REFER TO THE 2010 EDITION AND REVISIONS. ATTENTION IS OWNER SHALL PROVIDE ONE SET OF CONSTRUCTION CONTROL STAKES; ANY ADDITIONAL STAKING NECESSARY
ALSO DIRECTED TO THE STANDARD DRAWINGS CONTAINED IN THE PLACER COUNTY LAND DEVELOPMENT SHALL BE PROVIDED BY THE ENGINEER/SURVEYOR AT THE EXPENSE OF THE CONTRACTOR. ALL STAKING 5. ALL LOOSE SOIL AND DEBRIS SHALL BE REMOVED FROM THE STREET AREAS UPON STARTING OPERATIONS AND
MANUAL AND THE CALTRANS STANDARD PLANS 2010 EDITION AND REVISIONS, WHICH, WHEN APPLICABLE, ARE SHALL BE DONE PER SECTION 5—1.07 PLACER COUNTY GENERAL SPECIFICATIONS. PERIODICALLY THERE AFTER AS DIRECTED BY THE CITY ENGINEER AND AT THE COMPLETION OF EACH DAY.
INCLUDED IN THESE DRAWINGS AND REFERENCED BY PLATE OR STANDARD PLAN NUMBER.
2. CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING MONUMENTS AND OTHER SURVEY 6. THE CONTRACTOR SHALL CONDUCT INSPECTIONS OF THE SITE PRIOR TO ANTICIPATED STORM EVENTS, (OCTOBER 15 TO

2. CITY, DEPARTMENT OR ENGINEER, AS USED ON THESE PLANS AND NOTES, REFERS TO THE CITY ENGINEER OR MARKERS. MONUMENTS AND SURVEY MARKERS DESTROYED DURING CONSTRUCTION SHALL BE REPLACED AT APRIL 15) AND AFTER ACTUAL EVENTS TO IDENTIFY AREAS CONTRIBUTING TO DISCHARGE OF STORM WATER ASSOCIATED

AN AUTHORIZED AGENT APPOINTED BY THE CITY MANAGER. THE CONTRACTOR'S EXPENSE. WITH CONSTRUCTION ACTIVITY AND TO EVALUATE WHETHER EXISTING CONTROL PRACTICES TO REDUCE POLLUTANT
LOADINGS ARE ADEQUATE.

5. PUBLIC SAFETY AND TRAFFIC CONTROL SHALL BE PROVIDED IN ACCORDANCE WITH COUNTY AND CALTRANS 3. THE CONTRACTOR SHALL REQUEST IN WRITING CONSTRUCTION STAKING FOR ANY PARTICULAR PHASE OF WORK
REQUIREMENTS AND AS DIRECTED BY THE ENGINEER. SAFE VEHICULAR AND PEDESTRIAN ACCESS SHALL BE NO LESS THAN THREE WORKING DAYS PRIOR TO COMMENCEMENT OF CONSTRUCTION. 7. ALL EROSION AND SEDIMENT CONTROL FEATURES SHALL BE MONITORED BY THE CONTRACTOR AND DURING STORMS TO
PROVIDED AT ALL TIMES DURING CONSTRUCTION. INSURE CONTROL FEATURES ARE WORKING PROPERLY. ALTERNATE MEASURES MUST BE INSTALLED IF ORIGINAL MEASURES

4.  PRIOR TO ANY CORRECTIVE ACTION BY THE CONTRACTOR WHICH MAY BE NECESSARY DUE TO ALLEGED FAIL.

4,  THE CONTRACTOR IS HEREBY NOTIFIED THAT PRIOR TO COMMENCING CONSTRUCTION, HE IS RESPONSIBLE FOR STAKING ERRORS, THE CONTRACTOR SHALL NOTIFY THE ENGINEER FOR VERIFICATION AND RE—STAKING IF
CONTACTING ALL UTILITY COMPANIES FOR VERIFICATION AT THE CONSTRUCTION SITE OF THE LOCATIONS OF NECESSARY. 8.  THE EROSION CONTROL CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSPECTION AND MODIFICATION OF THE EROSION
ALL UNDERGROUND FACILITIES WHERE SUCH FACILITIES MAY POSSIBLY CONFLICT WITH THE PLACEMENT OF THE CONTROL DEVICES, AS NECESSARY, DURING THE RAINY SEASON. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE
IMPROVEMENTS SHOWN ON THESE PLANS. CALL "UNDERGROUND SERVICE ALERT"* AT 800—227—2600 TWO (2) 5.  THE CITY AND ITS AGENTS ASSUMES NO RESPONSIBILITY FOR ANY WORK CONSTRUCTION IF STAKED BY CONTINUAL MAINTENANCE OF EROSION CONTROL DEVICES. IN THE EVENT OF FAILURE OR REFUSAL TO PROPERLY MAINTAIN
DAYS MINIMUM TO FOURTEEN (14) DAYS MAXIMUM BEFORE CONSTRUCTION IS STARTED. OTHERS. SAID DEVICES, THE CITY ENGINEER MAY CAUSE EMERGENCY MAINTENANCE WORK TO BE DONE TO PROTECT ADJACENT
(*) CITY OF COLFAX IS NOT A MEMBER OF "UNDERGROUND SERVICE ALERT”. CONTRACTOR SHALL CALL PRIVATE AND PUBLIC PROPERTY, THE COST (INCLUDING AN INITIAL MOBILIZATION AMOUNT) SHALL BE CHARGED TO THE
AGENCIES LISTED ON THE COVER SHEET OF THESE PLANS CONTRACTOR.

5. NO CONSTRUCTION SHALL BE DONE BETWEEN OCTOBER 15 AND MAY 1 WITHOUT A CITY APPROVED SEDIMENT ENGINEER S NOTES: 9. GRAVEL BAGS AND NECESSARY MATERIALS IN ACCORDANCE WITH THE APPROVED PLANS SHALL BE AVAILABLE ON—SITE
AND EROSION CONTROL PLAN TO PREVENT SOIL EROSION. ALL EROSION AND SEDIMENTATION CONTROL AND STOCKPILED AT CONVENIENT LOCATIONS TO FACILITATE RAPID CONSTRUCTION OF TEMPORARY DEVICES OR TO REPAIR
MEASURES SHALL BE IN ACCORDANCE WITH THESE PLANS, AND THE SPECIFICATIONS AND RECOMMENDATIONS I)EEA?,?ENDT_RACTOR SHALL NOT BECIN WORK SHOWN ON THESE PLANS UNTIL ALL APPLICABLE PERMITS HAVE BEEN ANY DAMAGED EROSION CONTROL MEASURES WHEN RAIN IS IMMINENT. A STANDBY CREW SHALL BE MADE AVAILABLE AT
CONTAINED IN THE "EROSION AND SEDIMENT CONTROL FOR DEVELOPING AREAS OF THE SIERRAS”, OCTOBER, ALL TIMES DURING THE RAINY SEASON.

1991.
2 m%ﬁoﬂg@ﬁ(fg(?gsssm%%/'APKEER%EM"XSE%%TF',EE%PE,L%R AEOCEBFL[T)E\QL(BE TJ%B[')ET/ET"QECQLH&ESMSSHNAOLTL %EOKELGEE%'RN'T%AS 10. TEMPORARY EROSION CONTROL DEVICES SHOWN ON THE EROSION CONTROL PLAN WHICH INTERFERE WITH THE WORK SHALL

6. INSTALLATION AND MAINTENANCE OF EROSION CONTROL MEASURES ARE THE RESPONSIBILITY OF THE BID. BE RELOCATED OR MODIFIED AS THE WORK PROGRESSES, AS RECOMMENDED BY THE ENGINEER OF WORK, AS DIRECTED BY
CONTRACTOR. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PREVENTION OF SIGNIFICANT EROSION AND THE CITY ENGINEER.

SILTATION ENTERING THE STORM DRAIN SYSTEM, NATURAL DRAINAGE COURSES AND/OR INTRUDING UPON 3. THE CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR CONSTRUCTION OF THIS PROJECT, INCLUDING
ADJACENT ROADWAYS AND PROPERTIES. WINTERIZATION AND EROSION CONTROL SHOWN ON THESE PLANS IS SAFETY OF ALL PERSONS AND PROPERTY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO 1. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CHECKED BEFORE AND AFTER ALL STORMS TO ENSURE
INTENDED AS A GUIDE. ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED AS DETERMINED IN THE NORMAL WORKING HOURS. THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE OWNER AND THE ENGINEER MEASURES ARE FUNCTIONING PROPERLY.
FIELD AND APPROVED BY THE ENGINEER. THIS RESPONSIBILITY SHALL APPLY THROUGHOUT THE COURSE OF HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS ,
CONSTRUCTION AND UNTIL ALL DISTURBED AREAS HAVE BECOME STABILIZED AND SHALL NOT BE LIMITED TO PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR ENGINEER. 12. THE CONTRACTOR SHALL MAINTAIN A LOG AT THE SITE OF ALL INSPECTIONS OR MAINTENANCE OF BMP'S, AS WELL AS,
WET WEATHER PERIODS. ANY CORRECTIVE CHANGES TO THE BMP'S OR EROSION AND SEDIMENT CONTROL PLAN.

4. THE LOCATIONS OF ALL UNDERGROUND FACILITIES SHOWN ON THESE PLANS ARE APPROXIMATE. A REASONABLE EFFORT

7.  THE CONTRACTOR SHALL REMOVE ALL ROAD MARKINGS, PAVEMENT MARKERS, AND OTHER DELINEATION THAT HAS BEEN MADE TO LOCATE AND DELINEATE ALL UNDERGROUND FACILITIES; HOWEVER, CITY ASSUMES NO LIABILITY 13.  ALL EROSION CONTROL PLANS MUST PROVIDE A 24—HOUR TELEPHONE NUMBER AND THE NAME(S) OF THE PROPER
ARE IN CONFLICT WITH THE DELINEATION SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER. THE FOR THE ACCURACY OR COMPLETENESS OF THE EXISTING FACILITIES SHOWN HEREON OR FOR THE EXISTENCE PERSON(S) RESPONSIBLE FOR EMERGENCY WORK. A TELEPHONE ANSWERING MACHINE OR ANSWERING SERVICE IS
CONTRACTOR SHALL LAYOUT ALL PAVEMENT MARKINGS FOR APPROVAL BY THE ENGINEER. THE CONTRACTOR OF OTHER UNDERGROUND UTILITIES OR OBJECTS WHICH MAY BE DISCOVERED BUT ARE NOT SHOWN ON THESE UNACCEPTABLE. NAME(S) AND NUMBER(S) SHALL BE PROVIDED TO:

SHALL APPLY ALL PAVEMENT MARKINGS WITHIN CITY RIGHT—OF—WAY. ALL THERMOPLASTIC PAVEMENT PLANS. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL EXISTING FACILITIES AND IMMEDIATELY NOTIFY CONTACT:  GABE ARMSTRONG
MARKINGS AND ON—SITE PAINTED MARKINGS SHALL BE INSTALLED BY THE CONTRACTOR. THE ENGINEER IF ANY SUCH FACILITIES INTERFERE WITH THE CONSTRUCTION OF IMPROVEMENTS. PHONE:  (530) 346-2313
8.  PERMANENT TRAFFIC SIGNS SHALL CONFORM TO CALIFORNIA DEPARTMENT OF TRANSPORTATION "TRAFFIC SIGN 5.  THE CONTRACTOR SHALL PROVIDE ONE COMPLETE ACCURATE SET OF RECORD CHANGES. THE CHANGES SHALL ”
SPECIFICATIONS” FOR "STANDARD" SIZE, CHARACTER DIMENSIONS, AND LETTER STROKE WIDTH. ALL STOP SIGNS BE PLACED ON A CLEAN SET OF BOND DRAWINGS IN RED, AND GIVEN TO THE ENGINEER AT JOB COMPLETION. " CUDELINES FOR DEVELOPING AREAS OF THE SERRA FOOTHILLS AND MOUNTANS® PREPARED BY THE HIGH SIERRA RCAD
SHALL BE 30 INCH MINIMUM SIZE OF HIGH INTENSITY GRADE SHEETING. COUNCIL._THIS PUBLICATION INCLUDES:
9 BLANK. 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPORTING ALL CONFLICTS, ERRORS, OMISSIONS, ETC. TO THE é- EEEDMELEOEERQE‘QE%OE/ETFEEJCT'ON PRACTICES FOR SEED BED PREPARATION AND BROADCAST
CONSULTING ENGINEER IMMEDIATELY UPON DISCOVERY. IF SO DIRECTED BY THE ENGINEER, THE CONTRACTOR C DELIVERIES AND MIXTURES
10. CONTRACTOR MUST IMMEDIATELY REINSTALL ANY TRAFFIC SIGNS REMOVED IN THE COURSE OF CONSTRUCTION. SHALL STOP WORK UNTIL MITIGATION CAN BE MADE. = ANY COSTS INCURRED RESULTING FROM THE ‘
QEYD%%%SOS\T( ?HREDS\NMGA'\,\(IBEERBY THE CONTRACTOR SHALL BE REPLACED OR REPAIRED BY THE CONTRACTOR CONTRACTOR’S FAILURE TO STOP WORK AS DIRECTED SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. 5. THIS PLAN MAY NOT COVER ALL THE SITUATIONS THAT ARISE DURING CONSTRUCTION DUE TO UNANTICIPATED FIELD
7. THE CONTRACTOR SHALL AT ALL TIMES COORDINATE HIS WORK WITH THAT OF OTHERS ON THE SITE. THE gmmggy&w VQ_F%E'O(?RS é"NAGYlNEERMADE TO THE PLAN IN THE FIELD, OR AT THE DIRECTION OF A REPRESENTATIVE OF THE
11.  TEMPORARY TRAFFIC STRIPING MUST BE PROVIDED BY THE CONTRACTOR IF EXISTING DELINEATION IS CONTRACTOR SHALL HAVE A RESPONSIBLE PARTY, WHO SHALL HAVE THE AUTHORITY TO REPRESENT AND ACT ; ; ‘
DESTROYED DURING TRENCHING OR OTHER WORK. PAINTED MARKINGS OR STRIPING TAPE MAY BE USED. THE FOR THE CONTRACTOR, ON THE JOB SITE DURING ALL CONSTRUCTION ACTIVITIES.
TEMPORARY STRIPING MUST BE APPROVED FOR MATERIAL AND LAYOUT BY THE ENGINEER BEFORE TRENCHING
OR OTHER WORK IS STARTED. ALL TEMPORARY PAINTED MARKINGS THAT ARE TO BE REMOVED SHALL BE 8. THESE DRAWINGS ARE FOR THIS SPECIFIC PROJECT AND NO OTHER USE IS AUTHORIZED.
SANDBLASTED BY THE CONTRACTOR AT THE EXPENSE OF THE CONTRACTOR.
9. THE CONTRACTOR SHALL TAKE CARE TO PROTECT THE EXISTING SITE AND ADJACENT IMPROVEMENTS FROM

12. PRIOR TO ANY ACTIVITY WITHIN THE CITY RIGHT—OF—WAY, THE CONTRACTOR SHALL INSTALL W20—1 SIGNS IN DAMAGE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE RESULTING FROM THE CONSTRUCTION
ACCORDANCE WITH CA MUTCD. THE SIGNS SHALL BE PROFESSIONALLY MADE, METAL, REFLECTORIZED, AND AND SHALL REPAIR OR MAKE REPLACEMENT TO CURRENT CITY STANDARDS AND AT THEIR OWN EXPENSE. THE
PLACED ON WOODEN POSTS FOR THE DURATION OF THE PROJECT. THE MINIMUM SIZE SHALL BE 36”. THE CONTRACTOR SHALL PERFORM THESE REPAIRS AND REMOVE ALL TRASH AND CONSTRUCTION DEBRIS AS
SIGNS SHALL BE REPLACED OR REPAIRED IF STOLEN OR DAMAGED. THE PLACEMENT, TYPE, AND LOCATION OF DIRECTED BY THE CITY OF COLFAX.

ALL TRAFFIC CONTROL DEVICES SHALL BE REVIEWED AND APPROVED BY THE CITY INSPECTOR. THE INSPECTOR

SHALL DIRECT THE INSTALLATION OR CHANGES TO SIGNS, STRIPING, CONES, BARRICADES, ETC. DURING THE 10. THE CITY OR ENGINEER MAY REQUIRE THE CONTRACTOR TO UNCOVER ANY IMPROVEMENTS THAT HAVE BEEN

COURSE OF CONSTRUCTION FOR TRAFFIC SAFETY. COMPLETED WITHOUT PROPER CITY INSPECTION AND/OR APPROVAL. IF THE INSTALLATION IS FOUND NOT TO
MEET APPLICABLE STANDARDS OR PREVIOUSLY APPROVED ALTERNATIVES SHOWN ON THE PLANS, THE

13. ONLY THE APPROXIMATE LOCATION OF THE EXISTING SANITARY SEWERS, STORM DRAINS, & WATER FACILITIES CONTRACTOR MAY BE REQUIRED TO REMOVE AND REPLACE SUCH IMPROVEMENTS AT HIS EXPENSE.

HAVE BEEN SHOWN. IN LOCATIONS WHERE WORK WILL BE PERFORMED, THE CONTRACTOR SHALL VERIFY EXACT

LOCATION BY POTHOLING IN THE FIELD AND IMMEDIATELY NOTIFY THE PROJECT ENGINEER IF SAID LOCATION IS 11. INSPECTION OF THE WORK SHALL NOT RELIEVE THE CONTRACTOR OF THE OBLIGATION TO FULFILL ALL

SIGNIFICANTLY DIFFERENT FROM THAT SHOWN ON THIS PLAN. CONDITIONS OF THE CONTRACT.

14. IF ANY ARCHEOLOGICAL ARTIFACTS, EXOTIC ROCK (NON—NATIVE), OR UNUSUAL AMOUNTS OF SHELL OR BONE 12. SOME OF THE DETAILS DIRECT THE CONTRACTORS ATTENTION TO SPECIFIC STANDARD DRAWINGS, THE
ARE UNCOVERED DURING ANY ON—SITE CONSTRUCTION ACTIVITIES, ALL WORK MUST STOP IMMEDIATELY IN THE CONTRACTOR IS CAUTIONED THAT THE REFERRED STANDARDS DO NOT REPRESENT ALL APPLICABLE
AREA AND A SOPA—CERTIFIED (SOCIETY OF PROFESSIONAL ARCHAEOLOGISTS) ARCHAEOLOGIST RETAINED TO STANDARDS.

EVALUATE THE DEPOSIT.
13.  ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF: (IN THE EVENT
THE CITY PLANNING DEPT. AND THE COUNTY DEPT. OF MUSEUMS MUST ALSO BE CONTACTED FOR REVIEW OF OF A CONFLICT, THE MORE STRINGENT AND CONSERVATIVE SHALL APPLY.)
THE ARCHAEOLOGICAL FIND(S). IF THE DISCOVERY CONSISTS OF HUMAN REMAINS, THE PLACER COUNTY A. THE PLACER COUNTY GENERAL SPECIFICATIONS, IMPROVEMENT STANDARDS, AND STANDARD
CORONER AND NATIVE AMERICAN HERITAGE COMMISSION MUST ALSO BE CONTACTED. WORK IN THE AREA MAY DRAWINGS
ONLY PROCEED AFTER AUTHORIZATION IS GRANTED BY THE CITY PLANNING DEPARTMENT. FOLLOWING A B. THESE PLANS AND SPECIFICATIONS
REVIEW OF THE NEW FIND AND CONSULTATION WITH APPROPRIATE EXPERTS, IF NECESSARY, THE AUTHORITY TO C.  APPLICABLE ASTM STANDARDS
PROCEED MAY BE ACCOMPANIED BY THE ADDITION OF DEVELOPMENT REQUIREMENTS WHICH PROVIDE D.  CALTRANS STANDARD SPECIFICATIONS
PROTECTION OF THE SITE AND/OR ADDITIONAL MITIGATION MEASURES NECESSARY TO ADDRESS THE UNIQUE OR
SENSITIVE NATURE OF THE SITE. 14, THE CONTRACTOR SHALL COORDINATE WITH CALTRANS TO DETERMINE IF CALTRANS PROJECTS ARE PLANNED
FOR OR ARE IN CURRENT CONSTRUCTION AND IF MODIFICATION TO TRAFFIC ROUTING IS NEEDED.

15. THE CONTRACTOR SHALL INSURE THAT ALL CONSTRUCTION VEHICLES OR EQUIPMENT, FIXED OR MOBILE,

OPERATED WITHIN CLOSE PROXIMITY OF A RESIDENTIAL DWELLING SHALL BE EQUIPPED WITH PROPERLY 15. CONTRACTOR SHALL ENTER INTO RIGHT—OF—ENTRY AGREEMENT WITH UNION PACIFIC RAILROAD AND PROVIDE

OPERATING AND MAINTAINED MUFFLERS AT ALL TIMES DURING PROJECT CONSTRUCTION. IT IS THE OWNERS' INSURANCE AS REQUIRED IN BID SPECIFICATIONS SECTION 5—1.14.

RESPONSIBILITY TO OBTAIN THE SERVICES OF A QUALIFIED ACOUSTICAL PROFESSIONAL TO VERIFY PROPER

EQUIPMENT MUFFLERS, IF CONCERNS RELATING TO THE ISSUE ARISE. CONSTRUCTION NOISE EMANATING FROM

ANY CONSTRUCTION ACTIVITIES FOR WHICH A BUILDING PERMIT OR GRADING PERMIT IS REQUIRED IS PROHIBITED

ON WEEKENDS AND FEDERAL HOLIDAYS, AND SHALL ONLY OCCUR MONDAY THROUGH FRIDAY, 7:00 AM TO NAT|ONA|— POLLUTION DISCHARGE ELIMINATION SYSTEM (N.P.D.E.S.)

6:00 PM THE CONTRACTOR IS ADVISED THAT THE STATE OF CALIFORNIA HAS ADOPTED NATIONAL POLLUTION DISCHARGE
ELIMINATION REQUIREMENTS IN ACCORDANCE WITH THE REQUIREMENTS OF THE CLEAN WATER ACT. THIS
PROJECT IS SUBJECT TO ALL OF THE REQUIREMENTS CONTAINED IN THOSE ACTS. THE CONTRACTOR SHALL

17. IF AT ANY TIME DURING THE COURSE OF CONSTRUCTING THE PROPOSED PROJECT EVIDENCE OF SOIL AND/OR
GROUNDWATER CONTAMINATION WITH HAZARDOUS MATERIAL IS ENCOUNTERED, THE APPLICANT SHALL VAVE\'TDEER B/IcﬁLL OF THE LAWS, ORDINANCES, AND REGULATIONS ASSOCIATED WITH N.P.D.E.S. AND THE CLEAN
IMMEDIATELY STOP THE PROJECT AND CONTACT ENVIRONMENTAL HEALTH SERVICES HAZARDOUS MATERIALS :

SECTION. THE PROJECT SHALL REMAIN SUSPENDED UNTIL THERE IS RESOLUTION OF THE CONTAMINATION

PROBLEM TO THE SATISFACTION OF ENVIRONMENTAL HEALTH SERVICES AND TO THE REGIONAL WATER QUALITY EROS|ON CONTROL AND WINTERIZATION NOTES

CONTROL BOARD. THE CONTRACTOR MUST COMPLY WITH ALL FEDERAL, STATE AND LOCAL GOVERNMENT LAWS AND REGULATIONS RELATING

TO THE DISCHARGE OF STORM WATER RUNOFF ASSOCIATED WITH CONSTRUCTION ACTIVITIES WHETHER OR NOT THE
18. NO OPEN BURNING OF WOOD/VEGETATIVE WASTE MATERIALS FROM EITHER THE CONSTRUCTION OR OPERATION REQUIRED FACILITES OR METHODS ARE STATED ON THESE PLANS.
OF THE PROJECT SHALL OCCUR. ALTERNATIVES TO OPEN BURNING INCLUDE, BUT ARE NOT LIMITED TO,
CHIPPING, MULCHING, COMPOSTING AND CONVERSION TO BIOMASS FUEL. THE BURNING OF 2. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PREVENT DISCHARGE OF SEDIMENT FROM THE SITE TO ANY
WATERCOURSE, DRAINAGE SYSTEM, OR ONTO ADJACENT PROPERTIES AND TO PREVENT DAMAGE BY EROSION OR DEPOSITION
CONSTRUCTION /DEMOLITION DEBRIS IS PROHIBITED. OF SEDIMENT WHICH MAY RESULT FROM THE WORK
19. BLANK.
3. THE USE OF FIBER ROLLS SHALL BE AS REQUIRED TO PREVENT SEDIMENT TRANSPORT.
CITY OF COLFAX PONTICELLO ENTERPRISES | GRASS VALLEY ST. ROAD AND PEDESTRIAN IMPROVEMENT PROJECT
DESIGNED BY AU APPROVED BY:
I CONSULTING ENGINEERS, INC. CONSTRUCTION NOTES NONE
DRAWN BY AU/JC BY %/\2,16 Fortna Avenue CITY OF COLFAX PLACER COUNTY, CA
oodland, CA 95776 .
NICHOLAS J. PONTICELLO, P.E. Phone: (530) 668-5883 FILE: 2 /
CHECKED BY AM/JC CITY ENGINEER - ROAD NAME: GRASS VALLEY STREET RAILROAD SUBDIVISION: ROSEVILLE SUB -
Fax - (530) 668-5893 RAILROAD MILE POST: 141.91 DOT#753151U DATE: 1/14/2015
REV. | DATE DESCRIPTION BY |APP’D. DATE ' ' JOB NO. 12—-01.02 / 7








































materials specified in the contract, in the manner and time therein prescribed, and according to the
requirements of the Engineer as therein set forth, and that he will take in full payment therefor the following
prices, to wit:

UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT
PART | T BID BOOK
Page | 8



BID ITEM LIST
UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT

UNIT ITEM
ITEM | DESCRIPTION UNITS | QTY PRICE TOTAL
Base Bid
1.* | Mobilization and Demobilization LS 1
Railroad Right-of-Entry Permit, Insurance &
2. . LS 1
Flagging
3. Traffic Control LS 1
4 Water PoIIut!on Control Plan & LS 1
Implementation
5. Construct Concrete Curb & Gutter LF 280
Construct Concrete Sidewalk SF 1,300
7 C_onstruct Commercial Driveway (including SE 800
Sidewalk)
8. Construct Type C Corner Ramp EA 1
9. Install ADA Detectable Warning Surface EA 15
10. P!ace and Compact Soil between Curb & LS 1
Sidewalk
11. | Construct Storm Drainage Facilities LS 1
12. | Road Dig-out SF 720
13. | Asphalt Grinding SF 15,000
14, 10 Type A PG 64-16 HMAC Leveling TON 228
Course
15. 10 PG 64-16 RHMA Final Course TON 341
16. | Install Pedestrian Barrier LS 1
17. Install Signs, Posts and Markers LS 1
18. | Lane and Legend Thermostriping LS 1
19. | 40 Parking Stripes LF 300
20. | Curb Painting LF 300
TOTAL OF BASE BID ITEMS*
Additive Alternatives
Excavation and Disposal of Tracks (Sheet 3,
A | add Al 2) LS !
Install Stamped Colored Asphalt Crosswalk
2A | (Sheet 5, Add Alt. 1) Sk | 1783
3A | Place Stamped Colored Concrete (Sheet 3, SF 1,090
Add Alt. 1)
4A | Replace HMAC Final Course with RHMA TON 341
TOTAL OF BASE BID ITEMS AND ADDITIVE ALT. ITEMS 1A, 2A, 3A & 4A*

* NOTE: Total Bid lines are provided for convenience purposes only. The actual bid shall be computed as described
above. See price limit for mobilization as described above.

UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT
PART | 7 BID BOOK
Page | 9









































































7)

INFORMATION ONLY, NOT TO BE COMPLETED WITH BID
(to be completed upon award of the contract)

b) Policy Deductibles: The CONTRACTOR shall be responsible for all deductibles in all of CONTRACTORGS insurance
policies. The amount of deductibles for insurance coverage required herein should be reasonable and subject to CITY4S
approval.

c) CONTRACTORGS Obligations: CONTRACTORGS indemnity and other obligations shall not be limited by the foregoing
insurance requirements and shall survive the expiration of this agreement.

d) Material Breach: Failure of the CONTRACTOR to maintain the insurance required by this agreement, or to comply with
any of the requirements of this section, shall constitute a material breach of the entire agreement.

ENDORSEMENTS:

a) Each Comprehensive or Commercial General Liability policy shall be endorsed with the following specific language:

"The City of Colfax, and additional insureds (including, State of California, California Regional Water Quality Control
Board) and their officers, agents, outside parties hired to inspect and/or design the work, employees, and volunteers are
to be covered as insured for all liability arising out of the operations by or on behalf of the named insured in the
performance of this Agreement."

"The insurance provided by the CONTRACTOR, including any excess liability or umbrella form coverage, is primary
coverage to the City of Colfax and additional insureds, with respect to any insurance or self-insurance programs
maintained by the City of Colfax and additional insureds, and no insurance held or owned by the City of Colfax and
additional insureds shall be called upon to contribute to a loss."”

"This policy shall not be canceled or materially changed without first giving thirty (30) days prior written notice to the
City of Colfax.”

8) AUTOMOBILE LIABILITY INSURANCE:

a)

CONTRACTOR shall provide Automobile Liability insurance covering bodily injury and property damage in an amount
no less than two million dollars ($2,000,000) combined single limit for each occurrence.

b) Covered vehicles shall include owned, non-owned, and hired automobiles/trucks.

ARTICLE V.--And the said Contractor agrees to receive and accept the following prices as full compensation for furnishing
all materials and for doing all the work contemplated and embraced in this agreement; also for all loss or damage, arising out
of the nature of the work aforesaid, or from the action of the elements, or from any unforeseen difficulties or obstructions which
may arise or be encountered in the prosecution of the work until its acceptance by the (CITY OF COLFAX, DEPARTMENT
OF PUBLIC WORKS), and for all risks of every description connected with the work; also for all expenses incurred by or in
consequence of the suspension or discontinuance of work and for well and faithfully completing the work, and the whole
thereof, in the manner and according to the plans and specifications, and the requirements of the Engineer under them, to wit:

BID ITEM LIST

UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT
PART | 7 BID BOOK
Page | 33

















http://www.dot.ca.gov/hq/esc/oe/federal-wages/fed_wages.html

General Decision Number: CA150009 01/23/2015 CA9
Superseded General Decision Number: CA20140009
State: California

Construction Types: Building, Heavy (Heavy and Dredging) and
Highway

Counties: Alpine, Amador, Butte, Colusa, El Dorado, Glenn,
Lassen, Marin, Modoc, Napa, Nevada, Placer, Plumas, Sacramento,
Shasta, Sierra, Siskiyou, Solano, Sonoma, Sutter, Tehama,
Trinity, Yolo and Yuba Counties in California.

BUILDING CONSTRUCTION PROJECTS (excluding Amador County only);

DREDGING CONSTRUCTION PROJECTS (does not include hopper dredge

work); HEAVY CONSTRUCTION PROJECTS (does not include water well
drilling); AND HIGHWAY CONSTRUCTION PROJECTS

Note: Executive Order (EO) 13658 establishes an hourly minimum
wage of $10.10 for 2015 that applies to all contracts subject
to the Davis-Bacon Act for which the solicitation is issued on
or after January 1, 2015. If this contract is covered by the
EO, the contractor must pay all workers in any classification
listed on this wage determination at least $10.10 (or the
applicable wage rate listed on this wage determination, if it
is higher) for all hours spent performing on the contract. The
EO minimum wage rate will be adjusted annually. Additional
information on contractor requirements and worker protections
under the EO is available at www.dol .gov/whd/govcontracts.

Modification Number Publication Date
0 01/02/2015
1 01/16/2015
2 01/23/2015

ASBE0016-001 01/01/2014

AREA 1: ALAMEDA, CONTRA COSTA, LAKE, MARIN, MENDOCINO,
MONTEREY, NAPA, SAN BENITO, SAN FRANCISCO, SAN MATEO, SANTA
CLARA, SANTA CRUZ, SOLANO, & SONOMA COUNTIES

AREA 2: ALPINE, AMADOR, BUTTE, CALAVERAS, COLUSA, DEL NORTE,
EL DORADO, FRESNO, GLENN, HUMBOLDT, KINGS, LASSEN, MADERA,
MARIPOSA, MERCED, MODOC, MONO, NEVADA, PLACER, PLUMAS,
SACRAMENTO, SAN JOAQUIN, SHASTA, SIERRA, SISKIYOU, STANISLAU,

SUTTER, TEHEMA, TRINITY, TULARE, TUOLUMNE, YOLO, & YUBA COUNTIES

Rates Fringes

Asbestos Workers/Insulator
(Includes the application of
all insulating materials,
Protective Coverings,
Coatings, and Finishes to all

http://www.wdol.gov/wdol/scafiles/davisbacon/CA9.dvb?v=2
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complete. The diver rate shall be paid for all saturation
hours.

DIVING IN ENCLOSURES:
Where it is necessary for Divers to enter pipes or tunnels,
or other enclosures where there is no vertical ascent, the
following premium shall be paid: Distance traveled from
entrance 26 feet to 300 feet: $1.00 per foot. When it is
necessary for a diver to enter any pipe, tunnel or other
enclosure less than 48" in height, the premium will be
$1.00 per foot.

WORK IN COMBINATION OF CLASSIFICATIONS:
Employees working in any combination of classifications
within the diving crew (except dive supervisor) in a shift
are paid in the classification with the highest rate for
that shift.

CARP0035-001 08/01/2014
AREA 1: MARIN, NAPA, SOLANO & SONOMA
AREA 3: SACRAMENTO, WESTERN EL DORADO (Territory west of an
including highway 49 and the territory inside the city limits
of Placerville), WESTERN PLACER (Territory west of and
including highway 49), & YOLO

AREA 4: ALPINE, BUTTE, COLUSA, EASTERN EL DORADO, GLENN,

LASSEN, MODOC, NEVADA, EASTERN PLACER, PLUMAS, SHASTA, SIERRA,

SISKIYOU, SUTTER, TEHAMA, TRINITY, & YUBA

Rates Fringes
Drywall Installers/Lathers:
Area 1. ... ... .. ..... $ 40.35 27.97
Area 3. ... $ 34.97 27.97
Area 4. ... $ 33.62 27.97
Drywall Stocker/Scrapper
Area 1..... ..o $ 20.18 16.30
Area 3. ... $ 17.49 16.30
Area 4. ... $ 16.81 16.30
CARP0035-009 07/01/2014
Marin County
Rates Fringes
CARPENTER
Bridge Builder/Highway
Carpenter.............ooo..-. $ 40.35 27.53

Hardwood Floorlayer,
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include control function or power supply; excludes
installation of raceway systems, line voltage work,
industrial work, life-safety systems (all buildings having
floors located more than 75" above the lowest floor level
having building access); excludes energy management
systems.

ELEC0340-002 12/01/2013

ALPINE, AMADOR, BUTTE, COLUSA, EL DORADO, GLENN, LASSEN,
NEVADA, PLACER, PLUMAS, SACRAMENTO, TRINITY, YOLO, YUBA COUNTIES

Rates Fringes
Communications System
Sound & Communications
Installer. .. ... ... ... ...... $ 24.68 3%+12.85
Sound & Communications
Technician. ...... ... ... .... $ 28.38 3%+12.85

SCOPE OF WORK

Includes the installation testing, service and maintenance,
of the following systems which utilize the transmission
and/or transference of voice, sound, vision and digital for
commercial, education, security and entertainment purposes
for the following TV monitoring and surveillance,
background-foreground music, intercom and telephone
interconnect, inventory control systems, microwave
transmission, multi-media, multiplex, nurse call system,
radio page, school intercom and sound, burglar alarms, and
low voltage master clock systems.

A. SOUND AND VOICE TRANSMISSION/TRANSFERENCE SYSTEMS
Background foreground music Intercom and telephone
interconnect systems, Telephone systems, Nurse call
systems, Radio page systems, School intercom and sound
systems, Burglar alarm systems, Low voltage master clock
systems, Multi-media/multiplex systems, Sound and musical
entertainment systems, RF systems, Antennas and Wave Guide.

B. FIRE ALARM SYSTEMS
Installation, wire pulling and testing

C. TELEVISION AND VIDEO SYSTEMS Television monitoring and
surveillance systems, Video security systems, Video
entertainment systems, Video educational systems, Microwave
transmission systems, CATV and CCTV

D. SECURITY SYSTEMS Perimeter security systems
Vibration sensor systems Card access systems Access
control systems Sonar/infrared monitoring equipment

E. COMMUNICATIONS SYSTEMS THAT TRANSMIT OR RECEIVE
INFORMATION AND/OR CONTROL SYSTEMS THAT ARE INTRINSIC TO

THE ABOVE LISTED SYSTEMS SCADA (Supervisory Control and
Data Acquisition) PCM (Pulse Code Modulation)
Inventory Control Systems Digital Data Systems
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Area 2: Remainder

DEL NORTE COUNTY:
Area 1: Extreme Southwestern corner
Area 2: Remainder

ELDORADO COUNTY:
Area 1: North Central part
Area 2: Remainder

FRESNO COUNTY
Area 1: Except Eastern part
Area 2: Eastern part

GLENN COUNTY:
Area 1: Eastern part
Area 2: Remainder

HUMBOLDT COUNTY:
Area 1: Except Eastern and Southwestern parts
Area 2: Remainder

LAKE COUNTY:
Area 1: Southern part
Area 2: Remainder

LASSEN COUNTY:
Area 1: Western part along the Southern portion of border
with Shasta County

Area 2: Remainder

MADERA COUNTY
Area 1: Remainder
Area 2: Eastern part

MARIPOSA COUNTY
Area 1: Remainder
Area 2: Eastern part

MENDOCINO COUNTY:
Area 1: Central and Southeastern parts
Area 2: Remainder

MONTEREY COUNTY
Area 1: Remainder
Area 2: Southwestern part

NEVADA COUNTY:
Area 1: All but the Northern portion along the border of
Sierra County

Area 2: Remainder

PLACER COUNTY:
Area 1: All but the Central portion
Area 2: Remainder

PLUMAS COUNTY:

Area 1: Western portion
Area 2: Remainder
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VII.  Safety: Accident Prevention

VIIl.  False Statements Concerning Highway Projects

IX.  Implementation of Clean Air Act and Federal Water Pollution
Control Act

X. Compliance with Governmentwide Suspension and Debarment
Requirements

XI.  Certification Regarding Use of Contract Funds for Lobbying

ATTACHMENTS

A. Employment and Materials Preference for Appalachian Development
Highway System or Appalachian Local Access Road Contracts (included

in Appalachian contracts only)

. GENERAL

1. Form FHWA-1273 must be physically incorporated in each
construction contract funded under Title 23 (excluding emergency
contracts solely intended for debris removal). The contractor (or
subcontractor) must insert this form in each subcontract and further
require its inclusion in all lower tier subcontracts (excluding purchase
orders, rental agreements and other agreements for supplies or
services).

The applicable requirements of Form FHWA-1273 are incorporated by

reference for work done under any purchase order, rental agreement or
agreement for other services. The prime contractor shall be responsible
for compliance by any subcontractor, lower-tier subcontractor or service

provider.

Form FHWA-1273 must be included in all Federal-aid design-build
contracts, in all subcontracts and in lower tier subcontracts (excluding
subcontracts for design services, purchase orders, rental agreements

and other agreements for supplies or services). The design-builder shall

be responsible for compliance by any subcontractor, lower-tier
subcontractor or service provider.

Contracting agencies may reference Form FHWA-1273 in bid proposal
or request for proposal documents, however, the Form FHWA-1273 must
be physically incorporated (not referenced) in all contracts, subcontracts

and lower-tier subcontracts (excluding purchase orders, rental

agreements and other agreements for supplies or services related to a

construction contract).

2. Subject to the applicability criteria noted in the following sections,
these contract provisions shall apply to all work performed on the

contract by the contractor's own organization and with the assistance of

workers under the contractor's immediate superintendence and to all
work performed on the contract by piecework, station work, or by
subcontract.

3. A breach of any of the stipulations contained in these Required

Contract Provisions may be sufficient grounds for withholding of progress

payments, withholding of final payment, termination of the contract,

suspension / debarment or any other action determined to be appropriate

by the contracting agency and FHWA.

4. Selection of Labor: During the performance of this contract, the

contractor shall not use convict labor for any purpose within the limits of

a construction project on a Federal-aid highway unless it is labor
performed by convicts who are on parole, supervised release, or
probation. The term Federal-aid highway does not include roadways
functionally classified as local roads or rural minor collectors.

II. NONDISCRIMINATION

3. Dissemination of Policy: All members of the contractor's staff
who are authorized to hire, supervise, promote, and discharge
employees, or who recommend such action, or who are substantially
involved in such action, will be made fully cognizant of, and will
implement, the contractor's EEO policy and contractual
responsibilities to provide EEO in each grade and classification of
employment. To ensure that the above agreement will be met, the
following actions will be taken as a minimum:

a. Periodic meetings of supervisory and personnel office
employees will be conducted before the start of work and then not
less often than once every six months, at which time the contractor's

The provisions of this section related to 23 CFR Part 230 are applicable
to all Federal-aid construction contracts and to all related construction
subcontracts of $10,000 or more. The provisions of 23 CFR Part 230 are
not applicable to material supply, engineering, or architectural service
contracts.

In addition, the contractor and all subcontractors must comply with the
following policies: Executive Order 11246, 41 CFR 60, 29 CFR 1625-
1627, Title 23 USC Section 140, the Rehabilitation Act of 1973, as
amended (29 USC 794), Title VI of the Civil Rights Act of 1964, as
amended, and related regulations including 49 CFR Parts 21, 26 and 27;
and 23 CFR Parts 200, 230, and 633.

The contractor and all subcontractors must comply with: the
requirements of the Equal Opportunity Clause in 41 CFR 60-1.4(b) and,
for all construction contracts exceeding $10,000, the Standard Federal
Equal Employment Opportunity Construction Contract Specifications in
41 CFR 60-4.3.

Note: The U.S. Department of Labor has exclusive authority to determine
compliance with Executive Order 11246 and the policies of the Secretary
of Labor including 41 CFR 60, and 29 CFR 1625-1627. The contracting
agency and the FHWA have the authority and the responsibility to
ensure compliance with Title 23 USC Section 140, the Rehabilitation Act
of 1973, as amended (29 USC 794), and Title VI of the Civil Rights Act of
1964, as amended, and related regulations including 49 CFR Parts 21,
26 and 27; and 23 CFR Parts 200, 230, and 633.

The following provision is adopted from 23 CFR 230, Appendix A, with
appropriate revisions to conform to the U.S. Department of Labor (US
DOL) and FHWA requirements.

1. Equal Employment Opportunity: Equal employment opportunity
(EEO) requirements not to discriminate and to take affirmative action to
assure equal opportunity as set forth under laws, executive orders, rules,
regulations (28 CFR 35, 29 CFR 1630, 29 CFR 1625-1627, 41 CFR 60
and 49 CFR 27) and orders of the Secretary of Labor as modified by the
provisions prescribed herein, and imposed pursuant to 23 U.S.C. 140
shall constitute the EEO and specific affirmative action standards for the
contractor's project activities under this contract. The provisions of the
Americans with Disabilities Act of 1990 (42 U.S.C. 12101 et seq.) set
forth under 28 CFR 35 and 29 CFR 1630 are incorporated by reference
in this contract. In the execution of this contract, the contractor agrees to
comply with the following minimum specific requirement activities of
EEO:

a. The contractor will work with the contracting agency and the Federal
Government to ensure that it has made every good faith effort to provide
equal opportunity with respect to all of its terms and conditions of
employment and in their review of activities under the contract.

b. The contractor will accept as its operating policy the following
statement:

"It is the policy of this Company to assure that applicants are
employed, and that employees are treated during employment, without
regard to their race, religion, sex, color, national origin, age or
disability. Such action shall include: employment, upgrading,
demotion, or transfer; recruitment or recruitment advertising; layoff or
termination; rates of pay or other forms of compensation; and selection
for training, including apprenticeship, pre-apprenticeship, and/or on-
the-job training."

2. EEO Officer: The contractor will designate and make known to the
contracting officers an EEO Officer who will have the responsibility for
and must be capable of effectively administering and promoting an
active EEO program and who must be assigned adequate authority and
responsibility to do so

EEO policy and its implementation will be reviewed and explained.

The meetings will be conducted by the EEO Officer.

b. All new supervisory or personnel office employees will be given
a thorough indoctrination by the EEO Officer, covering all major
aspects of the contractor's EEO obligations within thirty days
following their reporting for duty with the contractor.

c. All personnel who are engaged in direct recruitment for the

project will be instructed by the EEO Officer in the contractor's
procedures for locating and hiring minorities and women.
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trainees to journeymen shall not be greater than permitted by the
terms of the particular program.

5. Compliance with Copeland Act requirements. The contractor
shall comply with the requirements of 29 CFR part 3, which are
incorporated by reference in this contract.

6. Subcontracts. The contractor or subcontractor shall insert Form
FHWA-1273 in any subcontracts and also require the subcontractors
to include Form FHWA-1273 in any lower tier subcontracts. The
prime contractor shall be responsible for the compliance by any
subcontractor or lower tier subcontractor with all the contract
clauses in 29 CFR 5.5.

7. Contract termination: debarment. A breach of the contract
clauses in 29 CFR 5.5 may be grounds for termination of the
contract, and for debarment as a contractor and a subcontractor as
provided in 29 CFR 5.12.

8. Compliance with Davis-Bacon and Related Act requirements.
All rulings and interpretations of the Davis-Bacon and Related Acts
contained in 29 CFR parts 1, 3, and 5 are herein incorporated by
reference in this contract.

9. Disputes concerning labor standards. Disputes arising out of
the labor standards provisions of this contract shall not be subject to
the general disputes clause of this contract. Such disputes shall be
resolved in accordance with the procedures of the Department of
Labor set forth in 29 CFR parts 5, 6, and 7. Disputes within the
meaning of this clause include disputes between the contractor (or
any of its subcontractors) and the contracting agency, the U.S.
Department of Labor, or the employees or their representatives.

10. Certification of eligibility.

a. By entering into this contract, the contractor certifies that neither it
(nor he or she) nor any person or firm who has an interest in the
contractor's firm is a person or firm ineligible to be awarded
Government contracts by virtue of section 3(a) of the Davis-Bacon
Act or 29 CFR 5.12(a)(1).

b. No part of this contract shall be subcontracted to any person or
firm ineligible for award of a Government contract by virtue of
section 3(a) of the Davis-Bacon Act or 29 CFR 5.12(a)(1).

c. The penalty for making false statements is prescribed in the U.S.
Criminal Code, 18 U.S.C. 1001.

V. CONTRACT WORK HOURS AND SAFETY STANDARDS ACT

The following clauses apply to any Federal-aid construction contract
in an amount in excess of $100,000 and subject to the overtime
provisions of the Contract Work Hours and Safety Standards Act.
These clauses shall be inserted in addition to the clauses required
by 29 CFR 5.5(a) or 29 CFR 4.6. As used in this paragraph, the
terms laborers and mechanics include watchmen and guards.

1. Overtime requirements. No contractor or subcontractor
contracting for any part of the contract work which may require or
involve the employment of laborers or mechanics shall require or
permit any such laborer or mechanic in any workweek in which he or
she is employed on such work to work in excess of forty hours in
such workweek unless such laborer or mechanic receives
compensation at a rate not less than one and one-half times the
basic rate of pay for all hours worked in excess of forty hours in such
workweek.

2. Violation; liability for unpaid wages; liquidated damages. In
the event of any violation of the clause set forth in paragraph (1.) of
this section, the contractor and any subcontractor responsible
therefor shall be liable for the unpaid wages. In addition, such
contractor and subcontractor shall be liable to the United States (in
the case of work done under contract for the District of Columbia or
a territory, to such District or to such territory), for liquidated
damages. Such liquidated damages shall be computed with respect
to each individual laborer or mechanic, including watchmen and
guards, employed in violation of the clause set forth in paragraph
(1.) of this section, in the sum of $10 for each calendar day on which
such individual was required or permitted to work in excess of the
standard workweek of forty hours without payment of the overtime
wages required by the clause set forth in paragraph (1.) of this
section.

3. Withholding for unpaid wages and liquidated damages. The
FHWA or the contacting agency shall upon its own action or upon
written request of an authorized representative of the Department of
Labor withhold or cause to be withheld, from any moneys payable
on account of work performed by the contractor or subcontractor
under any such contract or any other Federal contract with the same
prime contractor, or any other federally-assisted contract subject to
the Contract Work Hours and Safety Standards Act, which is held by
the same prime contractor, such sums as may be determined to be
necessary to satisfy any liabilities of such contractor or
subcontractor for unpaid wages and liquidated damages as provided
in the clause set forth in paragraph (2.) of this section.

4. Subcontracts. The contractor or subcontractor shall insert in any
subcontracts the clauses set forth in paragraph (1.) through (4.) of
this section and also a clause requiring the subcontractors to include
these clauses in any lower tier subcontracts. The prime contractor
shall be responsible for compliance by any subcontractor or lower
tier subcontractor with the clauses set forth in paragraphs (1.)
through (4.) of this section.

VI. SUBLETTING OR ASSIGNING THE CONTRACT

This provision is applicable to all Federal-aid construction contracts
on the National Highway System.

1. The contractor shall perform with its own organization contract
work amounting to not less than 30 percent (or a greater percentage
if specified elsewhere in the contract) of the total original contract
price, excluding any specialty items designated by the contracting
agency. Specialty items may be performed by subcontract and the
amount of any such specialty items performed may be deducted
from the total original contract price before computing the amount of
work required to be performed by the contractor's own organization
(23 CFR 635.116).

a. The term fiperform work with its own organizationo refers to
workers employed or leased by the prime contractor, and equipment
owned or rented by the prime contractor, with or without operators.
Such term does not include employees or equipment of a
subcontractor or lower tier subcontractor, agents of the prime
contractor, or any other assignees. The term may include payments
for the costs of hiring leased employees from an employee leasing
firm meeting all relevant Federal and State regulatory requirements.
Leased employees may only be included in this term if the prime
contractor meets all of the following conditions:

(1) the prime contractor maintains control over
the supervision of the day-to-day activities of the leased employees;
(2) the prime contractor remains responsible for the quality of
the work of the leased employees;
(3) the prime contractor retains all power to accept or exclude
individual employees from work on the project; and
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C. Bid items are not intended to be exclusive descriptions of work categories and the Contractor shall
determine and include in its pricing all materials, labor, and equipment necessary to complete each Bid
Item (work phase) as shown and specified.

D. All bid item work shall conform to the construction plans, these specifications, Caltrans Specifications,
and manufacturerds recommendation as required or appropriate.

E. All bid items shall include all miscellaneous items of work as shown and specified, but not otherwise
specifically included in any other bid item in this contract.

F. BID ITEM 1. Mobilization and Demobilization

1. This bid item shall not exceed 5 percent of total bid price and shall include payment for obtaining all
bonds, all Contractor acquired permits, licenses, agreements, certifications, notices of intent, and
temporary easements; moving onto the site of all equipment, materials and staff including set up of
Contractords staging area/yard; furnishing and erecting all needed construction facilities, fencing,
project signage, project security, demobilization, and all work as required for the proper performance
and completion of the project, including preconstruction photographs, video recording of surface
features, progress schedules and reports, contract meetings, and record drawings.

2. Mobilization shall include preparation of a lead compliance plan and perform lead awareness
training. Special Provisions Section 1561 is provided to address these requirements

3. The Contractor may request payment for mobilization up to 75% of the amount for this bide item.
The remaining retention for mobilization may be included for payment in the last progress payment.

4. This bid item shall exclude the cost of Railroad Liability Insurance and the cost, time and labor to
obtain necessary right-of-entry permits with the Union Pacific Railroad.

5. Payment shall be "Lump Sum® for all that which is necessary for this item.
G. BID ITEM 2. Railroad Right-of-Entry Permit, Insurance and Flagging

1. This bid item includes payment for obtaining any necessary right-of-entry permits, railroad liability
insurance, and railroad flagging costs required by Union Pacific Railroad. The bid item further
include any other costs imposed on the Contractor by Union Pacific Railroad.

2. Payment shall be fiLump Sumo for all that which is necessary for this item.
H. BID ITEMS 3. Traffic Control

1. This bid item includes payment for all work, equipment and materials necessary to provide traffic
control for completion of the entire project. No measurement will be made and shall be full
compensation for submittals; furnishing detailed traffic control plans approved by the Owner, the
City of Colfax, Placer County, Union Pacific Railroad and Caltrans as necessary. The bid item
further includes barricades, lighted arrow boards, signs, detours, lighting, pedestrian and traffic
ramps, temporary striping and pavement markers, temporary traffic signal detection if required, and
all incidentals necessary for worker, pedestrian and traffic protection.

2. Payment shall be fiLump Sumao for all that which is necessary for this item.
I. BID ITEM 4. Water Pollution Control Plan and Implementation

1. The work under this contract item shall include the preparation of a Water Pollution Control Plan in
conformance with all legal requirements and these specifications. The work shall further include
implementation, maintenance and removal of the measures required to conform to the approved
Water Pollution Control Plan.

2. Payment shall be fiLump Sumao for all that which is necessary for this item.
J.  BID ITEM 5. Construct Concrete Curb and Gutter

1. This bid item includes payment for all work, equipment and materials necessary for constructing or
replacing concrete curb and gutter. Work further includes saw cutting, demolition, excavation,
disposal, aggregate base, compaction, form and forming, concrete placement, flow testing and
protection of work.

01025 -3-
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2. Measured quantity shall exclude the length of driveway which are provided for as a separate bid item.
3. Payment shall be per Linear Foot (LF) of curb and gutter placed.
K. BID ITEM 6. Construct Concrete Sidewalk

1. This bid item includes payment for all work, equipment and materials necessary for constructing and
replacing sidewalk, whether separated or monolithic with curb and gutter. Work further includes saw
cutting, demolition, excavation, disposal, aggregate base, compaction, form and forming,
raising/lowering utility boxes, concrete placement and protection of work.

2. This work excludes labor, equipment and materials necessary to place ADA detectable warning
surface within concrete work.

3. Payment shall be per Square Foot (SF) of sidewalk placed.
L. BIDITEM 7. Construct Commercial Driveway (including Sidewalk)

1. This bid item includes payment for all work, equipment and materials necessary for constructing and
replacing commercial driveways. Work further includes saw cutting, demolition, excavation,
disposal, aggregate base, compaction, form and forming, reinforcement, raising/lowering utility
boxes, concrete placement and protection of work.

2. The bid item further includes excavation and re-contouring private parking lot pavement approaches
to match new driveway

3. Payment shall be per Square Foot (SF) of driveway placed. Measurement shall not include area of
asphalt placed for contouring which shall be included in the driveway area.

M. BID ITEM 8. Construct Type C Corner Ramp

1. This bid item includes payment for all work, equipment and materials necessary to demolish existing
concrete corners and construct new ADA compliance Type C Corner ramps. Work further includes
saw cutting, excavation, disposal, aggregate base, compaction, form and forming, raising/lowering
utility boxes, concrete placement and protection of work.

2. This work excludes work, equipment and materials necessary to place ADA detectable warning
surface within concrete work.

3. Payment shall be per Each (EA) of corner ramps placed.
N. BID ITEM 9. Install ADA Detectable Warning Surface

1. This bid item includes payment for all work, equipment and materials necessary to install ADA
detectable warning surfaces within or on top of existing or new concrete per manufacturerfs
recommendations. The work further includes glue, securing fasteners, etc. as required by the
manufacturer.

2. Payment shall be per Each (EA) of panel placed. Placement of two or more panels side by side shall
constitute separate panel installations for the purposes of payment quantity.

O. BID ITEM 10. Place and Compact Soil between Curb and Sidewalk

1. This bid item includes payment for all work, equipment and materials necessary for placement of soil
between the separation of curb and sidewalk. The work further include demolition, excavation,
disposal, raising/lowering utility boxes, soil import, placement and compaction.

2. Payment shall be fiLump Sumao for all that which is necessary for this item.
P. BIDITEM 11. Construct Storm Drainage Facilities

1. This bid item includes payment for all work, equipment and materials necessary for constructing
reinforced concrete pipe and curbside drainage inlet. Work further includes saw cutting, demolition,
excavation, disposal, aggregate base, backfill, compaction, connecting to existing drainage facilities,
grout, and concrete.
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PART 2 - PRODUCTS
2.01 STORAGE OF MATERIALS AND EQUIPMENT

A. No public or private property adjacent to the site shall be used for storage or disposal of the Contractor's
equipment and materials, and excess excavated material, unless prior written approval is obtained from
the legal owner.

PART 3 - EXECUTION
3.01 CONVENIENCE AND ACCESS

A. The Contractor shall conduct the operation so as to cause minimum obstruction or inconvenience to City
staff, community and businesses. People must be able to access business buildings at all times.

B. The Contractor shall provide clear unobstructed access to all fire hydrants at all times.

C. The Contractor shall cooperate with the collection and removal of trash and garbage and coordinate as
necessary with the local waste disposal company as necessary. Contact (530) 885-3735 for such
coordination.

END OF SECTION
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10.

Preserve and leave undisturbed control staking until Owner has completed checks it deems necessary.
Re-establish reference points resulting from destruction by Contractor's operations.

Retain professional land surveyor or civil engineer registered in California who shall perform or
supervise engineering surveying necessary for additional construction staking and layout.

Maintain complete accurate log of survey Work as it progresses as a Record Document.
Submit documentation, as requested.

Provide competent employee(s), tools, stakes, and other equipment and materials as Owner may
require to:

(@) Check layout, survey, and measurement Work performed by others.
(b) Measure quantities for payment purposes.

(c) Cooperate with Owner so that checking and measuring may be accomplished with least
interference to Contractor's operations.

1.10 SPILLS, OVERFLOWS, LEAKS, ILLEGAL DISCHARGES

A

PART 2 -
PART 3 -

If an overflow, spill, discharge, or leak occurs due to the Contractords operations or neglect, and any fine
is levied against the Owner, the fine shall be considered direct damages caused by the Contractor. Further,
if the Contractor exceeds his allotted time for any shutdown or bypass, and the Owner is thereby required
to expend additional time and expenses to maintain compliance with plant discharge requirements or
inspect the Contractords work, the Contractor shall be solely liable for all such extra costs. The Contractor
shall be responsible for the clean up of any spills caused by his operation.

The above requirements shall be distributed, and be applicable, to all of the Contractorfs Subcontractors
working on the project site.

PRODUCTS (NOT USED)
EXECUTION (NOT USED)
END OF SECTION
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PART 1 -
1.01
A
B.

1.02

1.03

1.04

1.05

1.06

01060

SAFETY, REGULATORY REQUIREMENTS, AND PERMITS

GENERAL

CONTRACTORGS RESPONSIBILITY FOR SAFETY

The Contractor shall at its own cost do whatever Work is necessary for safety and be solely and
completely responsible for conditions of the jobsite, including safety of all persons (including employees)
and property during the Contract period. This requirement shall apply continuously and not be limited to
normal working hours.

The Contractor shall prepare a lead compliance plan and perform lead awareness training per Section
1561 of these Special Provisions.

FEDERAL, STATE, AND LOCAL SAFETY REQUIREMENTS

A

Safety provisions shall conform to the Federal and State Departments of Labor Occupational Safety and
Health Act (OSHA), and all other applicable federal, state, county, and local laws, ordinances, codes, the
requirements set forth herein, and any regulations that may be specified in other parts of these Contract
Documents. Where any of these are in conflict, the more stringent requirement shall be followed. The
Contractords failure to thoroughly familiarize itself with the aforementioned safety provisions shall not
relieve Contractor from compliance with the obligations and penalties set forth therein.

SAFE ACCESS BY FEDERAL, STATE, AND LOCAL GOVERNMENT OFFICIALS

A

The Contractor shall at all times provide proper facilities for safe access to the Work by authorized
government officials.

CONSTRUCTION SAFETY PROGRAM

A

Refer to General Conditions, Article 6.13.

TRENCH OR EXCAVATION SAFETY PLAN

A

Refer to General Conditions, Article 6.13.

CONFINED SPACES

A

The Contractor shall perform tests for the presence of combustible or dangerous gases and shall monitor
oxygen and combustible gases levels with an approved device immediately prior to a worker entering a
confined space and at intervals frequent enough to ensure a safe atmosphere during the time a worker is in
such a structure. A record of such tests shall be kept at the jobsite. Post a permit at the entry point and
conduct all such entries in conformance with Placer County policy.

1. Sources of ignition, including smoking, are prohibited within 50 feet of any confined space including
manholes, lift stations, trenches and tanks.

(@) Note: Confined spaces for the purpose of this Section shall mean the interior of storm drains,
sewers, vaults, drywells, utility pipelines, tunnels, manholes, reservoirs, and any other such
structure which is similarly surrounded by confining surfaces so as to limit circulation of oxygen
and/or permit the accumulation of dangerous gases or vapors, and has limited access or egress.

No employee shall be permitted to enter or remain within a confined space until such confined space is
free of concentrations of harmful gases, and lack of oxygen, unless the employee is wearing suitable and
approved respiratory equipment.

1. Confined spaces that contain or that have last been used as containers of toxic gases, light oils,
hydrogen sulfide, corrosives, or poisonous substances, shall, in every case, be tested by means of
approved devices or chemical analysis before being entered without wearing approved respiratory
equipment.
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C.

2. When entering confined spaces, the Contractords employees shall follow all applicable safety
requirements, including the use of additional employees on watch outside the confined space, the use
of a lever with a lifting range to a surface tripod, etc.

Before any Work is performed in a suspected confined space, a detailed procedure shall be submitted to
the Engineer 14 days in advance of the Work. The Contractor shall follow as a minimum the provisions of
the General Industry Safety Orders, Section 5156, Title 8, California Administrative Code.

1.07 MATERIAL SAFETY DATA SHEET (MSDS)

A

Refer to General Conditions, Article 6.14. Attention is directed to the provisions of General Industry
Safety Orders, Section 5194, Title 8, California Administrative Code. The Contractor shall submit to the
Engineer a Material Safety Data Sheet for each hazardous substance proposed to be used, ten days prior to
the delivery of such material to the job site or use of such material at a manufacturing plant where the
Engineer is to perform an inspection. Hazardous substance is defined as any substance included in the list
(Directords List) of hazardous substances prepared by the Director, California Department of Industrial
Relations, pursuant to Labor Code Section 6382.

1.08 LEAD COMPLIANCE PLAN AND AWARENESS TRAINING

A

Refer to Section 1561 of the Special Provisions.

1.09 CONTRACTORGS RESPONSIBILITY FOR ENVIRONMENTAL PROTECTION

A
B.

PART 2 -

Refer to Section 01014, Protection of the Environment.

Coordination: Construction equipment/vehicle refueling and maintenance operations shall be performed
only in designated areas that are either paved or lined and surrounded by protective dikes to provide
sufficient volume to contain any spill.

A spill contingency plan shall be developed; upon detection of a spill or leak of construction material, oil,
or fuels, clean up procedures shall be implemented. Adequate clean up equipment and supplies shall be
kept onsite.

Emission controls shall be installed on applicable construction equipment, and idling of equipment shall
be minimized.

Disturbed areas shall be watered whenever soil moisture conditions and weather conditions result in
visible dust generation. Dirt stockpiles shall be covered. Dust producing activities shall be suspended
during periods of high winds if dust control measures are unable to avoid visible dust plumes.

Equipment and manpower shall be available at all times during construction for watering of disturbed soil
surfaces. Materials subject to wind dispersion shall be covered, as necessary, on a daily basis during site
grading and leveling operations.

All construction vehicles and equipment shall be equipped with manufacturer approved muffler/baffles, as
applicable.

In the event paleontological specimens (fossils) are uncovered during construction activities, the
Contractor shall notify the Owner. All ground disturbing Work in the immediate vicinity of the discovery
shall cease until the Owner completes an evaluation of significance and significant specimens are
scientifically removed for appropriate study and curation. Refer to Section 01040.

PRODUCTS

2.01 SAFETY EQUIPMENT

A. The Contractor, as part of its safety program, shall maintain at its office or other well-known place at the

jobsite, safety equipment applicable to the Work as prescribed by the governing safety authorities, all
articles necessary for giving first-aid to the injured, and shall establish the procedure for the immediate
removal to a hospital or a doctords care of any person who may be injured on the jobsite.
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When bar chart or network analysis schedules are specified, use Microsoft Project latest version or
compatible and approved software.

Adjust or confirm on a monthly basis.

Use of float suppression techniques such as preferential sequencing or logic, special lead/lag logic
restraints, and extended activity times are prohibited and use of float time disclosed or implied by use
of alternate float-suppression techniques shall be shared to proportionate benefit of Owner and
Contractor.

Pursuant to above float-sharing requirement, no time extensions will be granted nor delay damages
paid until a delay occurs which: i) impacts Projectds critical path; ii) consumes available float or
contingency time; and iii) extends Work beyond contract completion date.

If Contractor provides an accepted schedule with an early completion date, Owner reserves the right
to reduce the duration of the Work to match the early completion date by issuing a deductive Change
Order at no change in Contract Price.

B. Network Analysis Diagram: Provide a comprehensive computer-generated schedule using CPM,
generally as outlined in Associated General Contractors of America (AGC) publication fiThe Use of CPM
in Construction T A Manual for General Contractors and the Construction Industry,o latest edition,
prepared on reproducible paper, not larger than 30 inches by 42 inches.

1.

Show complete interdependence and sequence of construction and Project related activities
reasonably required to complete the Work, identifying Work of separate stages and other logically
grouped activities, and clearly identify critical path of activities.

Include at a Minimum: Subcontract Work; major and other equipment and critical product design,
fabrication, testing, delivery and installation times including required lead time for Owner-furnished
products; move-in and other preliminary activities; Project closeout and cleanup; Substantial
Completion dates; Submittals that may impact critical path; and system/subsystem/component
testing, facility startup, and training activities that may impact critical path.

Provide subschedules to further define critical portions of the Work, i.e., Process Instrumentation and
Control System/Subsystems.

Indicate dates for early-and late-start, early-and late-finish, float, and duration.

No activity duration, exclusive of those for Submittals review and product fabrication/delivery, shall
be less than 1 day nor more than 15 working days, unless otherwise approved by Engineer.

Activity duration for Submittals review shall not be less than review time specified unless clearly
identified and prior written acceptance has been obtained from Engineer.

Monthly Schedule Submissions: Include overall percent complete, projected and actual, and percent
completion progress for each listed activity.

Prepare a schedule report listing information for each activity in network diagram in tabular format,
and sorted according to:

(a) Early-start, within responsibility.
(b) Early-start.
(c) Activity number sequence.

(d) Activity number sequence with predecessor and successor activity.

C. Disposition of Progress Schedules: In accordance with Section 01300, Submittals.
1.04 NARRATIVE PROGRESS REPORT REQUIREMENTS

A. Include, as a minimum:

1.

Summary of Work, completed during the past period between Narrative Progress Reports.
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1.01

1.02

1.03

1.04

01400

QUALITY CONTROL

GENERAL

INSPECTION AND TESTING

A.

Additional requirements for tests are described other Technical Paragraphs of these Specifications.

GENERAL

A

Where the Contract Documents require work to be field tested or approved, it shall be tested in the
presence of the Construction Manager or its authorized representative. The Construction Manager shall
have the right to witness all on-site tests performed by the Contractor and any shop tests. The results of
any tests performed by the Contractor shall be made available for the information of the Construction
Manager. Inspections, tests or favorable reviews by the Construction Manager or others shall not relieve
the Contractor from its obligation to perform the work in accordance with the requirements of the
Contract Documents or for its sole responsibility for the quality of workmanship and materials.

Except as specifically required under the technical specifications for testing and inspection, all tests for
materials furnished by the Contractor will be done in accordance with commonly recognized standards of
national organizations. Where tests are to be performed by the Construction Manager or by an
independent laboratory or agency, the Contractor shall furnish such samples of all materials as required by
the Construction Manager without charge. The sample or samples of materials to be tested shall be
selected by such laboratory or agency, or the Construction Manager, and not by the Contractor. No
material for which the Contract Documents require the submittal and approval of tests, certificates of
compliance or other documentation shall be incorporated in the Work until such submittal has been made
and approved.

The Contractor shall provide safe access for the Construction Manager and inspectors to adequately
inspect the quality of work and the conformance with the Contract Documents. The Contractor shall
furnish the Construction Manager the necessary labor and facilities for such things as excavation in the
compacted fill to the depths required to take samples. The Contractor shall provide adequate lighting,
ventilation, ladders and other protective facilities as may be necessary for the safe performance of
inspections.

Upon completion of the Work, the Construction Manager will conduct a final inspection as provided for
in Article 14.06 of the General Conditions, Final Inspection and Payment. Records shall be available at
all reasonable hours for inspection by other local or State agencies to ascertain compliance with laws and
regulations.

NOTICE

A

The Contractor shall notify the Construction Manager at least 24 hours before any field testing or special
inspections are required to be performed by the Construction Manager or independent laboratory
furnished by the City. The Contractor shall notify the Construction Manager at least two hours before any
inspection is required to be performed or to witness the Contractords on-site field testing.

Whenever the Contractor varies the period during which work is carried on each day, the Contractor shall
give due notice to the Construction Manager so that proper inspection may be provided. Any work done
in the absence of the Construction Manager shall be subject to rejection.

The Contractor shall give the Construction Manager written notification at least 30 days prior to the
shipment of materials and equipment to be tested and/or inspected at the point of origin. Satisfactory tests
and inspections at the point of origin shall not be construed as a final acceptance of the materials and
equipment nor shall such tests and inspections preclude retesting or reinspection at the site of the Work.

COSTS OF TESTING
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3.05

3.06

3.07

3.08

B.

2. Do not dispose of volatile wastes such as mineral spirits, oil, chemicals, or paint thinner in storm
drains or sanitary sewers. Disposal of wastes into streams or waterways is prohibited. Provide
acceptable containers for collection and disposal of waste materials, debris, and rubbish.

Erosion, Sediment, Runoff, and Flood Control:

1. Provide, maintain, and operate temporary facilities to control erosion and sediment releases, prevent
runoff of recycled water, and to protect Work and existing facilities from flooding during
construction period.

2. Obtain and comply with the General NPDES Permit for Storm Water Discharges associated with
Construction Activity.

STAGING AREA

A.

B.

The CONTRACTORUs staging area shall be approved by the Owner prior to staging any equipment or
vehicles.

Temporary Storage Area: Construct temporary storage area for storage of products that are not subject to
damage by weather conditions.

Temporary Storage Buildings:

1. Provide environmental control systems that meet recommendations of manufacturers of equipment
and materials stored.

2. Arrange or partition to provide security of contents and ready access for inspection and inventory.

3. Store combustible materials (paints, solvents, fuels, etc.) in a well-ventilated and remote building
meeting safety standards.

ACCESS ROADS AND DETOURS

A

B.

Road closures and detours are anticipated for the Work. Contractor shall provide traffic control measures
as specified in Section 02800 to construct the project.

Maintain drainage ways.

Where required, or as directed by OWNERG0s Representative, provide gravel, crushed rock, or other
stabilization material to permit access by all motor vehicles at all times.

Maintain road grade and crown to eliminate potholes, rutting, and other irregularities that restrict access.

Where construction affects existing fences, install and maintain gates. Temporary fencing will be
adequate to perform the function of the permanent fencing it will replace on s short term basis. Refer also
to any permit requirements in Section 01040, COORDINATION.

Upon completion of construction, leave roads and fences in same or better condition as prior to start of
construction activities, and suitable for future use by OWNER.

PARKING AREAS

A

B.

Control vehicular parking to preclude interference with public traffic or parking, access by emergency
vehicles, OWNER's operations, or construction operations.

Provide parking facilities for personnel working on the Project in CONTRACTOR's staging area. No
employee or equipment parking will be permitted on OWNER's existing paved areas.

CLEANING DURING CONSTRUCTION

A

General:

1. Inaccordance with the General Conditions, as may be specified in specific Specification sections,
and as required herein.

2. Wet down exterior surfaces prior to sweeping to prevent blowing of dust and debris.
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1.04

1.05

1.06

1.07

1. Design assumptions, analyses, calculations, and information on Contractords proposed method of
installation (and removal, if required) of all shoring. The design and calculations shall be performed
by, sealed and signed by a professional civil or structural engineer registered in the State of California
and experienced in the design of earth retaining structures.

2. The maximum design load to be carried by the various members of the support system.

3. Detailed excavation support drawings, showing all pertinent dimensions, spacings, and relationships
among the components of the shoring, as well as construction sequence and scheduling.

4. The method of bracing.

5. The full excavation depth and depth(s) below the main excavation to which the support system will
be installed.

6. Detailed sequence of construction and bracing removal.

7. Detailed drawings and descriptions of the method to be used by the Contractor to monitor shoring
and adjacent ground/structure movements.

8. Demonstrate coordination with interior (sump pumps) and exterior (dewatering wells) dewatering
methods and dewatering submittal.

9. Calculations demonstrating that shoring has been designed for hydrostatic pressures if external
dewatering wells are not planned to fully draw down the groundwater level behind the shoring to
below the excavation bottom.

QUALITY CONTROL SUBMITTALS:

A. Submit proof of experience and qualifications required in this section.
PERMITS:

A. Contractor shall obtain appropriate permits.

QUALITY ASSURANCE

A. Qualifications of Designer and Installer:

1.  Work of this Section shall be performed by an individual or firm of established reputation (or, if
newly organized, whose personnel have previously established a reputation in the same field) for at
least 5 years, which is regularly engaged in, and which maintains a regular force of workmen skilled
in design, installation and maintenance of shoring.

B. Welding Requirements:

1. All welding shall be done by skilled welders, welding operators, and tackers who have had adequate
experience in the type of materials to be used. Welders shall be qualified under the provisions of
ANSI/AWS D1.1 by an independent local approved testing agency not more than six (6) months
prior to commencing work; unless having been continuously employed in similar welding jobs since
last certification. Machines and electrodes similar to those used in the work shall be used in
qualification tests. The Contractor shall furnish all material and bear the expense of qualifying
welders.

PROJECT CONDITIONS
A. Existing ground and groundwater conditions:

1. No geotechnical reports or other subsurface analysis were prepared for this project.
B. Existing Utilities:

1. Contract Drawings do not show all utilities. Contractor shall notify the Underground Service Alert
(USA), the City, and field-check locations of utilities prior to commencing work. The Contractor
shall protect any overhead wires and any sewer, water, gas, electric or other pipelines or conduits
uncovered during work from damage caused by the work of this contract.
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REFERENCE TITLE

ASTM C136 Standard Test Method for Sieve Analysis of Fine and Coarse Aggregates

ASTM C150 Standard Specification for Portland Cement

ASTM C260 Standard Specification for Air-Entraining Admixtures for Concrete

ASTM C494 Standard Specification for Chemical Admixtures for Concrete

ASTM C618 Standard Specification for Coal Fly Ash and Raw or Calcined Natural Pozzolan for
Use in Concrete

ASTM D1557 Standard Test Methods for Laboratory Compaction Characteristics of Soil Using
Modified Effort (56,000 ft-Ibf/ft3(2,700 kN-m/m3))

ASTM D2922 Standard Test Methods for Density of Soil and Soil-Aggregate in Place by Nuclear
Methods

ASTM D3017 D3017-04 Standard Test Method for Water Content of Soil and Rock in Place by

Nuclear Methods (Shallow Depth)

California Test Method 202 Mechanical Analysis of Soils

California Test Method 216 Relative Compaction of Untreated and Treated, Soils & Aggregates

California Test Method 217 Sand Equivalent Test

California Test Method 229 Durability Index Test

California Test Method 301 Resistance iR0 Value of Treated and Untreated Bases, Subbases, and Basement
Soils by the Stabilometer

California Test Method 342 Surface Skid Resistance with the California Portable Skid Test

B. TESTS

1. The geotechnical firm hired by the Construction Manager will take samples and perform moisture
content, gradation, compaction, and density tests during placement of backfill materials to check
compliance with these specifications. The Contractor shall remove surface material at locations
designated by the Construction Manager and provide such assistance as necessary for sampling and
testing. The Construction Manager may direct the Contractor to construct inspection trenches in
compacted or consolidated backfill to determine that the Contractor has complied with these
specifications.

2. Tests will be made by the geotechnical firm hired by the Construction Manager in accordance with
the requirements of the agency having jurisdiction. In the absence of such jurisdiction, or with the
concurrence of the agency, tests shall be made in accordance with the following:

Test Standard Procedure
Moisture content ASTM D3017
Gradation ASTM C136
Density in-place ASTM D2922

Moisture-density relationships ASTM D1557

3. Initial compaction testing will be paid for by the City. However, the Contractor shall be responsible
for all costs associated with retesting materials which fail to meet City and County standards.

All costs due from the Contractor for retesting will be charged against the contract and deducted from
monies due or to become due to the Contractor. In order for the geotechnical firm to have sufficient
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I.  HAULING:

When hauling is done over highways or city streets, the loads shall be trimmed and the vehicle shelf areas
shall be cleaned after each loading. The loads shall be watered and covered after trimming to eliminate
dust.

3.02 CONTROLLED LOW STRENGTH MATERIAL

CLSM shall be utilized for backfilling excavation trenches, tunnels, or utilities where normal compaction
requirements cannot be met due to presence of existing utilities or foundations. The Contractor shall receive
no extra compensation for the use of CLSM materials.

3.03 EARTHWORK FOR PIPELINES AND CONDUITS
A. GENERAL:

Earthwork for pipelines and conduits is shown on the drawings and in the following paragraphs.
B. PIPELINE EXCAVATION:

The bottom of the trench shall be carried to the specified lines and grades with proper allowance for pipe
thickness and for bedding as specified.

C. PIPELINE TRENCH AND INSTALLATION PIT BACKFILL:

1.

EARTHWORK

PLACEMENT OF MATERIAL: All material shall be placed in uniform lifts not to exceed 6 inches
per lift using mechanical compaction and/or vibration. No jetting or flooding shall be allowed.
Trench or pit excavations shall be backfilled with materials as shown on the drawings.

PIPE ZONE BACKEFILL: The Contractor shall not proceed with backfill placement in excavated
areas until the subgrade has been inspected by the Construction Manager. All pipe shall have a
minimum thickness of pipe zone backfill material below the barrel of the pipe as shown on the
drawings. Pipe zone backfill material shall be placed in the bottom of the trench, leveled and
compacted. Bell holes shall be excavated at each pipe joint to permit proper inspection and uniform
bearing of pipe on pipe zone backfill material. No backfill shall be deposited over a sewer line and/or
appurtenances until placed pipe has been inspected and approved for backfilling operations.

That portion from the sewer subgrade to a point 12 inches above the outside top of the pipe shall be
installed in two stages:

STAGE ONE - Shall be from the sewer subgrade to the outside bottom of the sewer pipe. This import
shall be graded so that the pipe can be laid to proper line and grade. The bedding material shall be
seated by mechanically compacting with a Vibraplate 220Y Wacker with a 12-inch square shoe, or
equal. A minimum of four passes uniformly over the rock surface shall be performed.

STAGE TWO - After the pipe has been installed to the proper line and grade, the remaining import
shall be installed around the pipe, in 6-inch maximum lifts, from the outside bottom of the pipe to a
point 12 inches above the outside top of the pipe barrel the full width of the trench. The pipe
embedment material shall be hand shovel sliced around the pipe before compaction to ensure the
absence of voids beneath the pipe haunches. After pipe embedment has been placed to a point 12
inches above the top outside of the pipe barrel, the surface shall be mechanically compacted with four
passes of a Vibraplate 220Y Wacker with a 12-inch square shoe, or equal. Impact tampers shall not
be used directly above the pipe to mitigate damaging the pipe in accordance with pipe manufacturerds
recommendations.

INTERMEDIATE BACKFILL:

Intermediate backfill material, placement and compaction above the pipe zone shall be as specified.
Backfill above the pipe bedding shall not commence until pipe bedding backfill has been inspected
and accepted by the Construction Manager. In paved areas or future paved areas, the specified
intermediate backfill material shall be compacted to a minimum of 90 percent relative compaction.
Relative compaction in paved areas to be determined by Caltrans California Test 216 in Caltrans
right-of-way and ASTM D1557 elsewhere. The moisture content of the trench zone backfill material
being placed shall be at or above optimum moisture content to achieve required compaction.
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UPRR Ped Xing and Bike Path Improvements

CIP#: 12-01.02
Last Updated: March 2014
Project Owner: Public Works
Project Manager: Jim Fletter

Description:

City of Colfax

Project Budget Sheet

MPFP#(s):

Original Approval: July 2013

Revised: February 2015

Project Resource: Ponticello Enterprises

Grind and place AC pavement on Grass Valley from east of the Main Street Intersection to S. Auburn Street. Construction
pedestrian xing across railroad tracks and bike pathway over the entire Grass Valley Street. Work also includes ADA
improvements and relocation of UPRR Signals.

Authority:

The City has general authority to maintain the existing city roadway infra-structure. Caltrans, California PUC, and Union
Pacific Railroad have authorized the City to complete work within and over the railroad right-of-way.

Budget:
Item Amount Item Amount
Project Management $ 13,128 Permits/NEPA $ 15,550
Design/Bidding $ 62,000 Construction $ 223,000
UP Design/Field Prep $ 52,990 UP Signal Construction $ 100,000
CM, Testing, Insp. $ 50,000 Contingency $ 20,000
\
Project Total: $ 536,668
Financing Schedule: Project Start: 2012 Project Completion: 2015
Phases: Final Design, Bid, and Construction
Fund Code:
Name: RSTP PTMISEA PCTPA Ped RSTP-Exchange
FY 12/13: $ 20,379 $ 20,379
FY 13/14 $ 42,429 $ 42,429
FY 14/15 $ 6,000 $ 57,192 ' $ 14,893 $ 78,085
FY 15/16/ $ 300,000 | $ 61,107 $ 34,668 $ 395,775
Fund Totals:| $ 300,000 | $ 67,107 ' $ 120,000 $ 49,561 | $ - - $ 536,668
Ratios: 55.9% 12.5% 22.4% 9.2% 0.0% 0.0% 100.0%
Recommended for Approval Alan Mitchell, City Engineer Feb-15
Finance Department Approval
Laurie VVan Groningen, Finance (date)
City Manager Approval
Mark Miller, City Manager (date)
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